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Y PROPOSED
- BRICK, MORTAR, OR CONC.
ADJUSTING RINGS

%__PRCPOSED
SEND FILL

EXISTING BROKEN FRAMES ANG LIDS SHALL BE REMOVED
AND [ 0 OF BY THE CONTRACTOR AND SHALL
> DIRECTED BY THE ENGINEER. AC
L BE PAID FOR IN ACCORL £
109.04 0F THE STANDARD SPECIFICATIONS
TE PAY ITEM HAS B PROVIGED.

IF THE ZXISTING LIDS ARE OPEN,
ADJUSTES TO THE ELI TION OF L PAVEMENT
SURFACE P - MILLING 0P TION, THE FRAME
WILL NCT AND COVERED BY THE METAL PLATE.

B

FRAML WILL BE
L

REMOVED

Y Of CHICAGC CASTINGS ARE THE PROPERTY OF THE
17Y AND THE CONTRACTOR SHALL NOTIFY THE CITY FOR
REMOVAL AND DISPOSITION OF THE CASTINGS.

THE METAL PLATZ USED TG COVER THE STRUCTURE SHALL
REMAIN THE PROPERTY OF THE CONTRACTOR.

ISTED OR REC
FRAMES Al

Y BJT WILL BE In
COST OF THE CORRESPCONDING PaY ITEM.

STRUCTED,
I0S WILL
DED IN THE

DETAILS FOR FRAMES AND LIDS ADJUSTMENT

';“;_' SECTION COUNTY svwosr;s S":&fr
2766 05-00078-00-RS | COOK 17 10
STA. TH STA.

FED. ROAD OIST. KO. FED. AID PROVECT

Contrack Not 83639 |

\ v |

CONSTRUCTION PR

_ ORE PAVEMENT MILLING)
A) REMOVE A MINIMUM OF 300 (12} OF THE PAVEMENT FROM
AROUND THE STRUCTURE.
B85 REMOVE THE EXISTING FRAME AND LID FROM THE STRUCTURE.
€y CCYER THE STRUCTURE OPENING WITH A 23C (36 DIAMETER
METAL PLATE.
[ BACKFILL WITh CRUSHED STONE AND A MINIMUM 40 {1'/%)
THICK BITUMINOUS MATERIAL APPROVED BY THE ENGINEFR.

STAGE 2 {AFTER PAVEMENT MILLING)

A) REMOVE THE BITUMINQUS MATERIAL AND CRUSHED STONE.

B} INSTALL THE FRAME AND LID; ADJUST THE FRAME TOQ ITS
FINAL SURFACE ELEVATION.

OUNDING SPACE SHALL BE FILLED WITH CLASS SI
&, OR BITUMI! “ONCRETE SURFACE OR BINDER
MATERT 4| £ ELEVATION OF THE SURFACE OF THE
NG BASE COL OR THE BINDER COURSE.

THE PROCEDURE EXPi
PORTIONS OF SECTICN
SPECIFICATIONS,

O ABOVE SHALL CONFORM TG THE APPLICABLE
S 353, 406, 607, AND 603 OF THE STANDARD

- PROPOSED SAND FILL

LEGE

ND

@ SUL-BASE GRANULAR @/\ ERAME AND LID (SEE NOTES)

MATERIAL
. :
(\7/‘ EXISTING PAVEMENT (7) CLASS SI CONCRETE.,
~ BITUMINOUS CONCRETE SURFACE
p OR BINDER COLRSE MATERIAL
(3) 900 (36) DIAMETER WETAL PLATE —
= (8) PROPOSED BITUMINOUS CONCRITE
~~/ SURFACE COURSE

ONE AND

@ PROPOSED CRUSHED S
BITUMINCUS MATERIAL
() PROPOSED BITUMINOUS CONCRETE

TY EXISTING STRUCTL 1
@ EXISTING STRUCTURE BINDER COURSE

LOCATION

o

F,,

THE CONTRACTOR WILL BE REQUIRED YO KEEZP & RECORD OF THE LOCATIONS GF
THE BURIED STRUCTURES ACCORDING TC THE STATION AND DISTANCE LEFT OR
RIGHT OF TKE CE RLINE OF PAVEMENT. UPCN COMPLETION OF THE WORK,
THE CONTRACTCR WILL DELIVER THE RECORZ TO THE ENGINEER,

BASIS OF PAYMENT: FRAMES AND LIDS TO BE aDJUSTED, SPECIAL
J R = o]

V FRAMES AND LIDS, WHEN SPECIFIED, Wi
PAID FOR SEFARATELY.

ALL DIMENSICNS Af

IN MT AETERS {INCHES) UNLESS

WITH MILLING

OTHERWISE SHOWN

ILLINOIS DEPARTMENT OF TRANSPORTATION

REVISIONS DETAILS FOR

NAME DATE - i < N
SR 5755 757 FRAMES AND LIDS ADJUSTMENT
R._SHAH 01/30/95 WITH MILLING
R. SHAH 03/10/95
A ABBAS 103/21/97
R. WIEDEMANIO5/14/04 o0y r. none DRAWN BY
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